
  
                          

 
 

        CY Series     2 pads - Glass sealed ceramic SMD package 
 
• Ultra thin, thickness 1.0mm 
• Two pad ceramic surface mount package 
• Tight tolerance / stability 
• Bluetooth, LoRa, Wifi, GPS....
• Excellent solderability 

   • Low cost performance 
 

      PART NUMBER GUIDE 
    

   CY8  -   12.0  -   30  -  4C -  12    
 

             
PACKAGE TYPE                  LOAD CAPACITANCE  
 

CY8 : Ceramic SMD - 8x4.5x1.2mm                                                                              12 : 12pF       12 : 12pF    
CY7 : Ceramic SMD - 7x5.0x1.4mm       8~20pF or Series     
CY6 : Ceramic SMD - 6x3.5x1.2mm                      
CY5 : Ceramic SMD - 5x3.2x1.3mm 
 
FREQUENCY               TABLE 1  
8.000MHz~125.000MHz 
 
     FREQUENCY TOLERANCE AT 25°C 
      30 :  ± 30ppm 
               
 

 
 

 
  MODEL     CY8 

 Frequency Range  12.000MHz 

 Operating Temperature Range   -20 to +70°C 

 Storage Temperature Range   -55 to +125°C

 Frequency Tolerance (at 25°C)   ±30ppm 

   Frequency Stability over Operating Temperature Range   ±30ppm 

 Load Capacitance (CL)  12pF  

 Drive Level  100µW 

 Shunt Capacitance (Co)  5pF Max 

 Test Circuit  S&A 250A 

 Aging (at 25°C)  ±3ppm/year Max 

 Insulation Resistance  500 MΩ Min at 100VDC 

 
 
 
 

 

ELECTRICAL SPECIFICATIONS   

       CRYSTAL UNITS        ASK  

        For other specifications, please contact our sales or engineering staff.  



 
 
 
 
 
  E.S.R (Equivalent Series Resistance)  
 

Frequency Range (MHz) ESR (Max)        
       6.000 ~ 8.000                    70                                    Fundamental          CY7

8.000 ~ 10.000                  70 / 70 / 70 / 60                Fundamental          CY8 / CY7 /CY6 / CY5

 10.000 ~ 30.000                 40 / 40 / 40 / 60                Fundamental          CY8 / CY7 /CY6 / CY5 

30.000 ~ 40.000                 45                                     Fundamental          CY5

  30.000 ~ 45.000                 60 / 60 / 70 / 45                3rd Overtone          CY8 / CY7 /CY6 

 45.000 ~ 80.000                 50 / 50 / 50                       Fundamental          CY8 / CY7 / CY6

 30.000 ~ 80.000                 80                                      3rd Overtone         CY5

 
   
 
 
 
 TABLE 1                                                                             * :  Available            
 
             FREQUENCY STABILITY VS. TEMPERATURE RANGE 
 
      Stability             ±10         ±15           ±20          ±30          ±50         ±100  
 
 Temp     1         2        3         4             5                6                
   
           0~+70°C            A    *     *        *          *            *              *                
 
        -10~+60°C            B   *     *        *          *              *              *                
 
        -20~+70°C            C     *     *        *          *            *              *                  
  
        -40~+85°C              D                 *              *   
       
        -40~+90°C             E                 *  
   
        -40~+105°C             F                  *  
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

Mode of Oscillation      Package  

       ASK  



         

MARKING
 

 12.0 
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       ASK  

 
MECHANICAL DIMENSION 
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150°C

180°C

220°C

260°C

10 Seconds Max
within 5°C of 260°C peak

Ramp Down
Not to exceed 6°C/s

Ramp-Up
3°C/s Max

pt

120 Seconds
In Pre-heating Area

   40 Seconds

 

        

 
 
 

 
 
 
 

 
 

 
  

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 

        

        

    

  

 

 
 

 

Pb-free compliance 
Component and Assembly Pb content shall be less than 0.1% by weight of the device (in 
accordance with IPC/EIA J-STD-006) and shall not be intentionally introduced.

Product Information 
For a product to be RoHS compliant, it must satisfy several conditions:
• Contain no more than the specified limits of the target hazardous substances set out in 

the RoHS Directive
• Able to withstand Pb-free 260°C solder reflow profile  
• External packaging and terminations are Pb-free 
• Internal PCB, components, solders, and terminations are Pb-free 

 
 

 

 
 

 
REACH Regulation (EC) 1907/2006
Above concerned part is compliant with all rquirement in the REACH regultaions EC No. 1907/2006. 

 

 
RoHS and REACH Regulation

 

 
SOLDERING REFLOW PROFILE

 

       ASK  
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SPECIFICATION OF CRYSTAL 
 




